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Fiche technique

Adhesive plaster to be cut in pink - CD Elastic FABRIC, 
Hypoallergenic Acrylic adhesive, White Axial Absorbing PAD

Backing References
Composition CD elastic fabric (65% cotton, 35% polyamide) Supplier’s data sheet
Colour pink
Weight (g/m2) 80 - 100 IST 26 Sez. 7.5
MD Tensile strength (N/cm) > 30 IST 23 Sez. 7.5

Adhesive References
Composition hypoallergenic acrylic polymer Supplier’s data sheet
Weight (g/m2) 55 - 65 IST 26 Sez. 7.5

Coated backing References
Weight (g/m2) 135-165 IST 26 Sez. 7.5
Adhesion to steel by peeling at 180° (N/cm) > 1,2 IST 21 Sez. 7.5
M.V.T.R. (g/m2/24h/37°C) > 500 IST 27 Sez. 7.5
Water resistant no

Absorbent pad References
Total weight (g/m2) 100 - 160 IST 26 Sez. 7.5
Absorbency (g/100 cm2) 9 - 16 IST 31 Sez. 7.5
Absorbent layer viscose, polypropylene/polyethylene nonwoven Supplier’s data sheet
Colour white
Antiadherent layer microperforated PE film

Liner monosiliconated paper References
Weight (g/m2) 57 - 63 IST 26 Sez. 7.5
Colour white
Type overlapping edges

Dimensions and tolerances
Backing length (cm) 10 ± 0,2 50 ± 1 100 ± 2 500 ± 10
Backing width (mm) 42 ± 2 62 ± 2 82 ± 3
Backing+liner width (mm) 48 ± 2 68 ± 2 88 ± 2
Pad width (mm) 12 ± 1 20 ± 1,5 24 ± 1,5 38 ± 2

N = Newton = 0,1Kg ; MD = machine direction ; CD = cross direction ; M.V.T.R.= Moisture Vapour Transmission Rate


